
CRATHERN
MACHINERY GROUP, INC.

Box Wrapping System
D-Line

Produce High Quality Packaging for...

 Cosmetics

 Textiles

 Jewelry

 Stationery

 Retail Gift Boxes  Toys and Games

 Pharmaceuticals

 High Speed Operation

 Machine Vision Technology

 Quick / Easy Setup

 Fully or Semi-Automatic



date of issue  Mar 2006

Advertised machine production speeds and product quality are based on materials selected by Crathern or 
actual production reported by our customers.  The selection of materials used by each customer is their sole 
responsibility and will directly effect the product quality and output of the machine.

Due to continuous product improvements, we reserve the right to change or discontinue specifications,
designs and manufacturing locations shown in this brochure without notice and without incurring obligation.

FOR DETAILS CONTACT:
Corporate Headquarters:  New Hampshire :  (603) 314-0444   :  (800) 746-4111 (USA ONLY)
Web Site: www.crathern.com
Branches: Belgium  :  32.(0)9.369.34.55

Italy  :  39 (02) 6192287 or 6191637

S P E C I F I C AT I O N SModel:  Model “D” Unstayed          

Size Range: (Fully Automatic)
BOX SCORE LINE DIMENSIONS:
STAYED: Minimum:  73 x 21 x 8 mm or 

42.86 x 42.86 x 8 mm
Maximum: 210 x 127 x 57 mm 

UNSTAYED: Minimum:  73 x 21 x 8 mm or 
42.86 x 42.86 x 8 mm

Maximum: 210 x 127 x 49 mm 
Flange Bender Maximum Depth (unstayed):  49 mm

Production Speed:
Up to 45 cycles per minute.

Energy Requirements:
ELECTRICAL:  11.5 kva, 3 Phase, 50/60 Hz

Any Voltage from 208 to 600
Customer to provide CMG with voltage requirements.

AIR: 425 L/min.
WATER: 1/4” cold water line at normal pressure; 

no drain required.

Standard Equipment:
Automatic sheet gluer, suction conveyor belt, recirculating glue 
system, automatic vision spotter, automatic wrapping machine, 
automatic flange bender (unstayed boxes).

(Optional quad stayer available)

SHIPPING:
WEIGHT: 3085 kg (with flange bender)

Size Range: (Semi-Automatic)
BOX SCORE LINE DIMENSIONS:
STAYED: Minimum:  73 x 21 x 8 mm  or 

42.86 x 42.86 x 8 mm
Maximum: 210 x 127 x 57 mm 

UNSTAYED: Minimum:  73 x 21 x 8 mm or 
42.86 x 42.86 x 8 mm

Maximum: 210 x 127 x 49 mm 
Flange Bender Maximum Depth (unstayed):  49 mm

Production Speed:
Up to 42 cycles per minute.

Energy Requirements:
ELECTRICAL: 11.7 kva, 3 Phase, 50/60 Hz

Any Voltage from 208 to 600
Customer to provide CMG with voltage requirements.

WATER: 1/4”  cold water line at normal pressure; 
no drain required.

Standard Equipment:
Automatic sheet gluer, suction conveyor belt, recirculating glue 
system, automatic wrapping machine, automatic flange bender 
(unstayed boxes).

(Optional quad stayer available)

SHIPPING:
WEIGHT: 2405 kg (with flange bender)

Most models can be provided with small changes in standard 
ranges with accessories or slight modifications upon request.  
All ranges are stated in box score line dimensions.  Only 
hand fed systems are capable of the full range of tight wrap, 
loose wrap, padded top and unstayed work.
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